
Sizing by Volume (ACFM) and Operating Line

Size Line 1      Line 2      Line 3      Line 4       Line 5 

Min Max Min Max Min Max Min Max Min Max

1.5 900 1800 900 1695 900 1578 900 1535 900 1500
2.5 1500 3000 1500 2825 1500 2630 1500 2558 1500 2500
4 2400 4800 2400 4520 2400 4208 2400 4092 2400 4000
6 3600 7200 3600 6780 3600 6312 3600 6138 3600 6000
8 4800 9600 4800 9040 4800 8416 4800 8184 4800 8000

12 7200 14400 7200 13560 7200 12624 7200 12276 7200 12000
16 9600 19200 9600 18080 9600 16832 9600 16368 9600 16000
20 12000 24000 12000 22600 12000 21040 12000 20460 12000 20000
24 14400 28800 14400 27120 14400 25248 14400 24552 14400 24000
28 16800 33600 16800 31640 16800 29456 16800 28644 16800 28000
32 19200 38400 19200 36160 19200 33664 19200 32736 19200 32000
36 21600 43200 21600 40680 21600 37872 21600 36828 21600 36000
40 24000 48000 24000 45200 24000 42080 24000 40920 24000 40000
44 26400 52800 26400 49720 26400 46288 26400 45012 26400 44000
48 28800 57600 28800 54240 28800 50496 28800 49104 28800 48000

Minimum capacities are absolute minimums; some degradation in operatability and efficiency can be expected at the minimum values. It is recommended that
a smaller unit be used, rather than operating at these minimum ratings. It is best to operate the N RotoClone at no less than 125% of it’s minimum rating.

Type N RotoClone®

Engineering Data
Supplement to Bulletin APC-1-511

Better Air is Our Business ®

Performance

The Type N RotoClone® is the best solution to many dust
collection needs. Combining high efficiency, low maintenance
costs, simplicity, low water usage, and flexibility in one rugged,
well proven piece of equipment, the Type N RotoClone has
solved thousands of dust collection problems. 

N RotoClone Size K Exhauster Size HPK Exhauster Size

1.5 9 7
2.5 11 9
4 13 11
6 17 15
8 19 17

12 23 19
16 30 23
20 30 23
24 34 26
28 38 30
32 38 30
36 42 34
40 42 38
44 42 38
48 42 38

Recommended Fan Sizes











Size L W H

1 1⁄2 4–9 7–7 11–10

2 1⁄2 5–0 7–7 11–10

4 5–6 7–10 12–2

6 7–5 9–0 12–11

8 8–3 8–5 15–8

12 10–3 8–10 17–0

16 12–2 9–9 17–0

20 14–2 9–9 17–0

24 16–2 10–9 18–4

28 18–2 11–4 19–0

32 20–2 11–4 19–0

36* 22–8 8–7 17–7

40* 24–8 8–7 18–0

44* 26–8 8–7 18–0

48* 28–8 8–7 18–0

6

Dimensions in feet and inches.

1 Size 36 may or may not have
exhauster mounted depending
on air volume.

* Size 36 thru 48 without exhauster.

Arrangement C, Automatic Sludge Removal

Size 8 and 12 with exhauster

Size 16 thru 32 with exhauster

Size 36 thru 48 without exhauster

Size 1 1⁄ 2 , 2 1⁄ 2 , 4 and 6 with exhauster

Tape connection furnished
by AAF.
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Size L W H

1 1⁄2 4–6 4–9 10–6

2 1⁄2 4–6 5–1 10–6

4 4–9 5–5 10–10

6 6–0 7–5 12–8

8 7–1 8–5 15–2

12 8–11 8–8 17–2

16 11–8 9–9 18–3

20 12–11 9–9 18–6

24 14–11 10–9 19–2

28 16–11 11–4 19–7

32 18–11 11–4 20–7

36 20–11 9–6 19–4

40 22–11 9–6 19–10

44 24–11 9–6 19–10

48 26–11 9–6 19–10

Dimensions in feet and inches.

1 Tape connection furnished
by AAF.

1 Size 36 may or may not have
exhauster mounted depending
on air volume.

Size 8 thru 20 with exhauster

Size 24 thru 32 with exhauster

Size 36 thru 48 without exhauster

Size 1 1⁄ 2 , 2 1⁄ 2 , 4 and 6 with exhauster

2 Size 36 and 40 have only
two hoppers.

Arrangement D, Continuous Sluicing



*Operating Shipping Operating Shipping Operating Shipping
Wt. Lbs. Water Weight Wt. Lbs. Water Weight Wt. Lbs. Water Weight

Size w/Fan Cap. Gal. w/Fan w/Fan Cap. Gal. w/Fan w/Fan Cap. Gal. w/Fan
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Type N RotoClone®

Normal Water Supply Rates

1 1⁄2 .5 .5 6.0
2 1⁄2 .5 .5 6.0
4 .5 .5 8.0
6 .5 .5 8.0
8 .5 1.0 11.0

12 .5 1.0 14.0
16 .5 1.0 22.0
20 1.0 1.5 22.0
24 1.0 1.5 34.0
28 1.0 2.5 40.0
32 — 2.5 40.0
36 — 2.5 40.0
40 — 2.5 40.0
44 — 2.5 60.0
48 — 2.5 60.0

Arrangement B Arrangement C Arrangement D
GPM Supplied GPM Supplied GPM Supplied

20 PSI 20 PSI 40 PSI
RotoClone 

Size

Arrangement B Arrangement C Arrangement D

With high temperature air, evaporation must be compensated for 
by increased water rates. A safe approximation will be 0.2 GPM of
additional water per 1000 CFM for each 100ºF of temperature reduction 
in the RotoClone.

*Operating weights are based on the maximum sludge capacity with a sludge weight of 100 pounds per cubic foot.

Product sizes 
and options

subject 
to change.

Estimated with K Exhauster

Shipping and Operating Weights

1 1⁄2 2,600 90 1,600 6,300 300 2,300 3,700 120 2,100
2 1⁄2 2,800 90 1,700 6,400 300 2,400 3,800 120 2,200
4 4,200 140 2,300 9,500 470 3,200 5,200 180 2,800
6 5,900 220 3,000 11,400 540 4,200 8.100 330 3,700
8 8,200 295 4,200 13,200 530 6,100 10,700 390 5,500

12 11,200 440 5,300 16,500 650 7,800 15,000 605 6,900
16 14,000 510 7,200 28,500 1,370 10,200 20,800 900 8,800
20 17,900 730 8,100 33,600 1,650 11,600 26,800 1,250 10,100
24 21,900 880 10,100 40,300 1,950 14,300 31,400 1,290 14,200
28 24,900 1,025 11,900 46,000 2,220 16,400 36,800 1,510 16,600
32 — — — 51,100 2,500 17,700 43,500 1,925 17,800
36 — — — 56,300 2,775 19,300 50,000 2,250 20,000
40 — — — 64,500 3,050 23,800 58,300 2,500 24,900
44 — — — 70,200 3,330 25,800 62,900 2,690 27,000
48 — — — 76,100 3,610 27,900 67,400 2,880 29,000


