Offshore FPSO
Gas Turbine Filtration Retrofit / Upgrade

Offshore gas turbines typically operate continuously in remote areas with harsh environmental and operating conditions, in order to supply power and gas compression for platform operations.

Salt / saline solution is prevalent offshore and can significantly contribute to a reduction in machine availability, reliability and service life.

On a North Sea UKCS FPSO, 2 off Solar Mars power generation gas turbines were suffering from saline contamination within the combustion air stream, and on one machine this was significant enough to damage to the turbine blading by hot corrosion.

**Problem**

Hot corrosion of the compressor can be caused by salts from the fuel, gas or liquid, or entrained in the combustion intake air. This aggressively attacks the hot gas compressor components and reduces the expected maintenance period of the gas turbine, due to a reduction in performance and failures. The associated reduction in service life results in considerable cost to replace the engine and also to provide fuel for power generation during GT downtime.

A gas turbine combustion air intake filtration system on an FPSO is inherently located closer to sea level than the same equipment on a rig / platform - resulting in greater exposure to higher concentration levels of naturally occurring salt and sea spray. Due to the location of the 2 GT units and air intake systems on the FPSO, one unit was directly exposed to sea spray, with the other afforded greater protection from surrounding equipment.

Both units suffered from saline contamination of the combustion air, which was found in large volumes within the clean air system, however, the more exposed unit suffered from hot corrosion and saline was identified as a contributor to the hot corrosion experienced.

**Solution**

Both FPSO GT combustion air intakes consisted of identical 2 sided inlets, utilising dated F8 “marine” grade filtration.

In order to eliminate saline bypass of the filtration system and ensure the combustion air flow is free from saline solution, the operator decided to upgrade/retrofit these existing filtration systems.

AAF identified that a means of reducing or eliminating hot gas corrosion is to improve the filtration efficiency and to use the latest marine grade filtration, ensuring a satisfactory seal is maintained between filters and the holding matrix, in order to prevent air/saline solution bypass.

AAF’s proposed low velocity solution, in order of airflow, consisted of weather hoods, AmerVane VI mist eliminating vane, AmerKleen M80 coalescing pre-filter and HydroCel F9 grade marine filters.

It is the ability of the AAF HydroCel to operate in constant wet/dry conditions, effectively removing sub-micron particulate, dry salt and water containing salt in solution, that makes the HydroCel the leading technology in this environment - eliminating compressor fouling and dramatically reducing the potential for hot end corrosion related breakdowns by the unmatched removal of hydrocarbons, salt and seawater from the combustion airstream.

AAF’s global site services division initially surveyed the units, to collect the relevant existing dimensional data and to ensure any potential solution would be practical from a destruct and subsequent install perspective.

Due to the close proximity of the 2 GT’s, AAF designed a custom fit equipment solution, to supply a single lift component which consisted of 2 off HydroCel marine grade F9 air intakes.

AAF designed & manufactured the unit prior to delivering to Aberdeen and then carrying out the turn-key installation of equipment, lifting the whole assembly as a one piece lift.
The benefits

Working with AAF, the Client was able to identify a cost effective solution which would also allow a reduced installation time period, keeping operational down time to a minimum. AAF equipment design allowed the turnkey installation to be carried out swiftly and to introduce the latest HydroCel marine grade filtration - providing unmatched performance in removing saline and hydrocarbon contaminants in a marine environment and allowing for unmatched gas turbine availability, reliability and service intervals.

AAF the solutions provider for Gas Turbine auxiliary equipment repair, refurbishment, upgrade, retrofit & noise abatement solutions to meet your assets specific requirements:

AAF Limited also offer:

- Air Intake Filtration Systems
- Intake Systems
- Hot Gas Exhaust Systems
- Waste Heat Recovery Units (WHRU)
- GT & AC Generator Acoustic Enclosures
- Ventilation Systems
- Bespoke Acoustic Screens
- Barriers and Enclosures for noise suppression.
Quality, expertise and innovation

Sales Offices:

**North & South America**

AAF International Building
9920 Corporate Campus Drive, Suite 2200
Louisville, KY 40223-5000, USA
Tel: +1 502 637 0408
Toll Free: 888 AAF 3596
Fax: +1 502 637 0147

AAF, S de RL de CV
Av. Primero de Mayo 85
San Andres Atenco
54040 Tlalnepantla
Estado de Mexico
Tel: +52 55 5565 5200
Fax: +52 55 5390 5814

**Middle East & Asia**

AAF International
P.O. Box 28564
Dubai, UAE
Tel: +971 4 339 7688
Fax: +971 4 339 7881

AAF (Wuhan) Co. Ltd
268 CheCheng Road
Wuhan Economic & Technological Development Zone
Wuhan, Hubel Province PR
China 430056
Tel: +86 27 84266698
Fax: +86 27 84266646

**Europe & North Africa**

AAF Ltd
Bassington Lane, Cramlington,
Northumberland NE23 8AF, UK
Tel: +44 1670 713 477
Fax: +44 1670 714 370

AAF-SA
Urartea, 11
Polig. Ali Gobeo
01010 Vitoria, Spain
Tel: +34 945 21851
Fax: +34 945 248086

**AAF-SA**
Rue William Dian,
B. P. 3
27620 Gasny
France
Tel: +33 2 32 53 60 68
Fax: +33 2 32 5 21917

**AAF S.r.l.**
Via Lario, 1
22070 Fenegrò (CO)
Italy
Tel: +39 031 35 25 311
Fax: +39 031 35 25 333

AAF has a policy of continuous product research and improvement and reserves the right to change design and specifications without notice.

The USGBC Member logo and LEED® are trademarks owned by the U.S. Green Building Council and are used by permission.